ACOUSTIC SIGNALLERS -

2| Gos |2 126 Ex d IIB T6+15 B P55 [ Amb. @ Siandqrd -20°C |mm | +40°C
§ Dusts |=| n.a. [n.a. n.a. \§l§ | Temp. Extended -50°C R4 +40°C
5 5|EN 10226 (__Directive 2014/34/EU (ATEX) ]
E 2| (Gk)
| B [ EN 60079-0 ¢ EN 60079-1 ]
5| Aluminum ok
2| light
H g (ce| CEC 10 ATEX 073 )
._g E:i(-:orgal e Vibrating membrane signaller with loudspeaker.
L;§ RA?.70g0 ‘ e Continuos duty.
;XD‘;; %2:52%?04 4#2762 MA/Z Code Voltage Power Sound Intensity  Weight
b5 /4" (Veca) (VA) dB(2m) (kg)
] ETH 01 12 35 95+110 2,2
o 0 R ETH 1 24 115 95+110 2,72
70\ © ETH 2 48 110 95+110 22
of H\i/JH ¢ ETH 3 110 70 95:110 22
- o ETH 4 220 75 95+110 22
o o -
| 25 P - The acoustic signallers series ETH are suitable only for AC
88 ‘ , =N voltages.
93/4 CZ) - The temperature Class Té is related fo an Ambient Temperature
171 (A.T.) up to +40°C, while Class T5 fo an A.T. extended up fo +60°C.
ACOUSTIC SIGNALLERS -
8| Gas | o 126|  ExdBTé:Ts | (55 ps [ Amb. & Standard -20°C |gm| +40°C
2| Dusts '9' n.a. [na. na. &2 Temp. Extended -50°C \aEad +s0°Cc
' N @ N\
5 E[EN 10226 g (__Directive 2014/34/EU (ATEX) )
S 2| (CGk) g
—— | B [ EN 60079-0 ¢ EN 60079-1 ]
5| Aluminum :g
Z|  light
= dy |5 (ce] CEC 10 ATEX 073 )
£ E:Le;;‘;’l e Bell type signalling.
‘}__’ RAL7000 ‘ e Continuos duty.

Dim. di fissaggio 4 fori M5
Fixing dimensions 4 holes M5

Voltage Power Sound Intensity  Weight

s o Code  (veca) (VA) dB(2m) (kg)
93/4" HH ETR 12 12 35 90+105 2,5
ol To =T ETR 24 24 55 90+105 2,5
o ETR 48 48 70 90+105 2,5
S 5 = Nk ETR 110 110 40 90+105 2,5
2 ETR 220 220 40 90+105 2,5
- The acoustic signallers series ETR are suitable only for AC
("'-—; voltages.
2 - The temperature Class Té is related o an Ambient Temperature
(A.T.) up to +40°C, while Class T5 to an A.T. extended up fo +60°C.
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ACOUSTIC SIGNALLERS E}?i?o

5| Gas o] 12 [l26]  ExducTsch |[3s
3 S 23| IPss
2| Dusts |N| n.a. |n.a. Ex tb 1IC T85°C Db ] S8

¢ S|EN 10226 g
£8| (ck

= % (" Directive 2014/34/EU (ATEX) )
2| Auminum | | 2 [ EN 60079-0 o EN 60079-1 ]
S| lightalloy | | & EN 60079-31
| ]
(o] Eend g (ce] ISSeP 08 ATEX004 X |
E| epoxyvinyl g
(=] AL 3000 L

e Specific for potentially explosive atmospheres (chemical plants and refineries, pumping statfions, painting plants, silos and
movement of wheat) and/or anywhere there may be the presence of dust.

e The dimensions parficularly limited and the possibility of fastening by bracket in four different positions (at 90° along the
longitudinal axis) allow the maximum installation flexibility.

o Intermittent duty S3 ON 1 min - 10 min OFF, according to EN 60034-1.

o External screws in Stainless Steel AlSI 304.

- Versions in Stainless Steel AISI 316L or Zinc plated cast | - Other colors.
iron EN-GJL-200 (*) - Mounting bracket for installation.

- Threading NPT ANSI.B1.20.1 (N) or Metric ISO 262 (M).

NOTES
147 __rows |

B o (*)  For the

1/ 1 versions in
Stainless  Steel
and Cast Iron
the installation of
the siren in mines
is allowed and
the protection
mode is as
follows:
‘ IM2 Ex d |

‘ ExdIIC T6 Gb
3/4” EN 10226 12D
Exfb IIC 785°C Db
v

Options

|
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|

|
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|

|

|
.
$95

ETS 30/01 12 AC/DC

ETS 30/1 24 AC/DC
ETS 30/2 48 AC/DC
ETS 30/3 110 AC/DC
ETS 30/4 230 AC/DC
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ACOUSTIC SIGNALLERS ETS 60

Gas | o| 1-2 [I26 Ex d IIC T )i [ Amb &Stqndqrd
IP65 ’

Dusts n.a. |n.a. n.a. ] Temp. Extended

EN 10226

(Gk)

=~

Degree of
Protection

Protection
Zone

N\ O

Entries
Threading

( Directive 2014/34/EU (ATEX) )

" EN 60079-0 ¢ EN 40079-1
*: EN 61241-0 o EN 61241-1

Aluminum
light
alloy

External
epoxy
RAL7000

e Specific for potentially explosive atmospheres (chemical plants and refineries, pumping stations, painting plants, silos and
movement of wheat) and/or anywhere there may be the presence of dust.

o Infermittent duty S3 ON 1 min - 10 min OFF, according to EN 60034-1.

o External screws in Stainless Steel AlSI 304.

e Protecting Cage included.

(Ce| INERIS 02 ATEX 0001 )

ainfing ] Material ]

P

Standards and Certificates

l

- Threading NPT ANSI.B1.20.1 (N) or Metric ISO 262 (M). | - Mounting bracket for installation.
- Other colors.

Options|

135 _ 220 _

126 - 17
EEE 3/4” EN 10226

]
™~~~

|
|
%ﬂf
2D
1;5
|

|

ETS 60/01 12 AC/DC

ETS 60/1 24 AC/DC
ETS 60/2 48 AC/DC
ETS 60/3 110 AC/DC
ETS 60/4 230 AC/DC
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ACOUSTIC SIGNALLERS (SIREN) e

5| Gas o] 12 [126 ExdicTs |38 (Amb. [ | Standard -20°C | m | +40°C
2 S 23| IP65 [ 4
S|Dusts [S[21-22./12D|  ExtD A21785°C | |Z2 Temp. © [FORLE

gg EN(‘IGOk2)26 _;%:

= £ (__Directive 2014/34/EU (ATEX) )

3 [Aluminum| | 2] BASES EN 60079-0 o EN 60079-1

IR . EN 61241-0 o EN 61241-1

(o] External § (C€] INERIS 02 ATEX 0001 ]

I‘g epoxy 5

=| RAL7000 o]

|

e Specific for potentially explosive atmospheres (chemical plants and refineries, pumping stations, painting plants, silos and
movement of wheat) and/or anywhere there may be the presence of dust.

e For their strong power they are most used where there is a significant background noise.

e Intermittent duty S3 ON 1 min - 10 min OFF, according fo EN 60034-1.

e External screws in Stainless Steel AlSI 304.

- Threading NPT ANSI.B1.20.1 (N) or Metric ISO 262 (M). | - Mounting bracket for installation.
- Other colors.

Options)

260 —

17/

~— 3/4” EN 10226
L/

Y

ETS 60 114/01 12 AC/DC
ETS 60 114/1 24 AC/DC
ETS 60 114/3 110 AC
ETS 60 114/4 230 AC
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ACOUSTIC SIGNALLERS

S o 1- (=5 f -20° +40°
g Gas 2 1-2 (112G Exd IIC T6 Gb 22| pss Amb. JE Standard g‘s 20°C g'.q 40°C
2| Dusts |™~)21-22|112D Ex tb 1lIC T85°C Db \82 Temp. Extended -
sElnof | &
=8| (Gk) o
i £ (__Directive 2014/34/EU (ATEX) )
g Alulgi;tum g ;‘* : **; [ EN 60079-0 e EN 60079-1 ]
5 = -
i alloy 5 S EN 60079-31
— B
2| Exemnal | |8 (C€|  INERIS 02 ATEX 0074 )
E| epoxy 5
(<[ RAL7000 | |
o Specific for Acoustic alarm in closed ambients with low background noise.
o 32 selectable sounds.
e Continuous duty.
e External screws in Stainless Steel AISI 304.
v
E - Threading NPT ANSI.B1.20.1 (N) or Metric ISO 262 (M). | - Fixing bracket.
g - Other colors. - Other power supplies (48 VDC., 48 VAC., 110 VDC).

210

1

i
P
|
|
|
|
|
3135

3/47 EN 10226

ETH 12MD/41 12+24 AC/DC 400+1600

ETH 12MD/43 110 AC 400+1600

ETH 12MD/44 230 AC 400+1600

INTERMITTENT
FIXED TONE
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ACOUSTIC SIGNALLERS ETH 50

SR
Protection

1-2 [112G [Exd IIC o IB+H, T3/14 Gb |
21-22./112D | Ex tb lll T150°C/T130°C Db |

Gas
Dusts

Degree of |
Protection

Zone

Temp.

Amb. Standard . -20°C | gumy| +40°C
Ipeé @ Extended * ®

g £|EN 10226 g
=g 6k 5]
- £ (__Directive 2014/34/EU (ATEX) )
3 | Aluminum | |25 EN 60079-0 o EN 60079-1
g Mnolls EN 60079-31
— Y B
(o] Extemnal | | 8 (C€|  1SSeP 11 ATEX 040X )
Z‘§ epoxy _'g_
=| RAL7000 &
N

I

o Specific for alarm signaling in potentially explosive atmospheres in ambients featuring significant background noise.

e 32 selectable sounds.
e Continuous duty.

e External screws in Stainless Steel AlSI 304.

Options

- Threading NPT ANSI.B1.20.1 (N) or Metric ISO 262 (M). |- Staffa di supporto con fori di fissaggio

- Altri colori. - Diverse fensioni di dimentozione (48 V c.a.48V c.c., 110V c.c.).

3/4" EN 10226

370

$260

ETH 20MD101 12+24 AC/DC 19 440+1600

ETH 20MD103 110 AC 19 440+1600
INTERMITTENT

ETH 20MD104 230 AC 19 440+1600 FIXED TONE
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