
Providing the correct 
lighting solutions for every
workplace, manufacturing 
and industry, particularly 
in areas classified for danger 
of explosion, is the first 
security measure that the
range of specific products
COELBO intends to offer 
and guarantee depending 
on the degree of hazard and
protection required.

The range of equipment 
that COELBO makes 
available is articulated 
as much as lighting
technologies (read light

sources) proliferated over
time... 
From incandescence to
sodium and 
Metal Halide vapors lamps,
from neon ( i n c l u d i n g  
l o w  p o w e r consumption
ones) to the last 
technology expression: 
the high efficiency LED
solutions.

We have also provided space
for a multiplicity of application
solutions to be able also to
cover some specific needs ...
From the normal lighting
ambients to that of sites

particularly poky, to that, more
specialistic, for silos or process
containers, or, again, to large
yards and so on lighting...
Without underestimating,
however, any type of
installation.

The variety of our range is
normally available from stock.
Although designed for a
virtually unlimited duration, to
guarantee the operational
safety and certified
compatibility, purchasing any
spare parts directly from
COELBO is reccommended.
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LED Lamp Characteristics
Code Power (W) Voltage Luminous Flux (Lm) Color

12 12 12 / 24 V DC 
100÷230 V AC/DC (*)

1150 White / 6000 K
15 15 1500 White / 6000 K

EVL
Type

15 = 15 W
12 = 12 W

Lamp power

D = 12 / 24 V DC

A  = power supply 
100÷230 V AC/DC

Input Voltage

M = Metric ISO 262
N = NPT ANSI B1.20.1

Threading

(*) Through the use of 
a multi-voltage pow-
er supply for LED. 
 
The temperature 
class T6/T85 °C takes 
into account the  
ambient tempera-
ture (A.T.) up to 
+50°C. 
 
The temperature 
class T5/T100°C is  
relevant to an A.T. 
extended up to 
+60°C. 
 
Finally, the temper-
ature class 
T4/T135°C is relevant 
to an extended A.T. 
up to +80°C.

NOTES

Example: EVL 12 AN

O
rd

er
 C

O
di

ng

HP = painting +  
Nikel chemical plating

H = Nikel chemical plating
.. = painting

Surface Treatment

LED LIGHTING FIXTURES
series 
EVL

● Light fixture for LED lamps up to 30 W. 
● Compact unit for use in tunnels, boiler rooms, rooms with low  

ceilings, narrow deposits and in all places where space does not 
permit the use of traditional lighting fittings (EVA-EVF). 

● 12 W LED lamp. 
● Max Power  = 30 W. 

Max Voltage = 230 V AC. 
● External screws in Stainless Steel AISI 316. 
● Weight: 2,7 kg.

+40°C
+85°C

      Standard
Extended -50°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

BVI 14 ATEX 0009

IEC 60079-0 ● IEC 60079-1 
IEC 60079-31

IECEx EPS 14.0036

EN 60079-0 ● EN 60079-1 
EN 60079-31

De
gre

e o
f 

Pro
tec

tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex db IIC T6÷T4 Gb

Ex tb IIIC T85°C÷T135°C DbPro
tec

tio
n

Amb.  
Temp.

+40°C
+80°C

Ent
ries

  
Thr

ea
din

g

NPT ANSI 
B1.20

Ma
ter

ial Aluminum 
light alloy

Pai
ntin

g External 
epoxy  

RAL 6032

09/2022 G03
®
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Op
zio

ni - Various RAL painting and/or Nickel chemical plating  
surface treatment. 

- Cable entry threading: M25x1,5 (M) ISO 262. 
- 15 W LED lamp.



LED LIGHTING FIXTURES
series
EVL

G
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Code CIE 59 88 99 100 100
Efficiency LOR = 100,0; DLOR = 100,0; ULOR = 0,0
Beam Angle C0-180 = 88,0°; C90-270 = 88,0°
Asymmetry IMax = 481,3 cd/klm; C = 0,0°; gamma = 0,0°
Orientation 0
Tilt 0
Rotation 0

Luminous Intensity Table

0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85
0,0 481,3 477,5 467,5 451,5 428,9 400,0 365,0 325,2 282,5 238,7 195,8 154,7 117,2 83,3 52,8 29,1 11,1 3,2

15,0 481,3 477,5 167,4 451,4 428,8 400,1 364,9 325,0 282,3 238,4 195,2 154,1 116,9 83,1 53,1 29,3 10,8 3,0

30,0 481,3 477,6 467,4 451,1 428,5 399,6 364,6 325,0 282,0 238,3 195,1 154,2 117,0 83,6 53,3 29,6 10,9 2,8

45,0 481,3 477,7 467,7 451,3 428,3 398,7 363,4 324,1 281,9 238,8 195,6 154,9 117,6 84,0 53,3 29,9 11,3 3,0

60,0 481,3 477,8 467,9 451,3 428,1 398,3 362,4 323,6 281,6 238,7 196,0 155,2 117,9 84,4 53,7 30,2 11,7 3,0

75,0 481,3 477,8 467,4 451,3 427,9 397,5 362,2 323,4 281,4 238,1 195,6 155,0 118,3 84,8 54,2 30,5 11,7 3,2

90,0 481,3 477,7 467,5 451 427,8 397,3 362,3 323,0 281,0 238,0 195,6 154,7 117,9 84,9 54,2 30,7 11,7 3,2

90 95 100 105 110 115 120 125 130 135 140 145 150 155 160 165 170 175
0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

15,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

30,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

45,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

60,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

75,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0

90,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0 0,0



LIGHTING FIXTURES
series
EVS

● Lighting fixtures EVS 100N for halogen lamps up to 70 W (equal to
100 W incandescent lamps).

● Compact unit for use in tunnels, boiler rooms, rooms with low 
ceilings, narrow deposits and in all places where space does not
permit the use of traditional lighting (EVA-EVF).

● Epoxyvinyl internal white coating for optimal luminosity
● Max power = 70 W (100 W).

Max voltage = 240 V AC.
● External screws in Stainless Steel AISI 316.
● Weight: 2.8 kg.

+40°C
+85°C

Standard
Extended -50°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

BVI 14 ATEX 0010

IEC 60079-0 ● IEC 60079-1
IEC 60079-31

IECEx EPS 14.0035

EN 60079-0 ● EN 60079-1
EN 60079-31

De
gre

e o
f

Pro
tec

tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex db IIC T6÷T3 Gb

Ex tb IIIC T85°C÷T200°C DbPro
tec

tio
n

Amb. 
Temp.

+40°C
+80°C

Ent
ries

 
Thr

ea
din

g

NPT ANSI
B1.20

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
epoxy 

RAL 7000
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- External red paint RAL 3000.

Temperature class as a function of Ambient Temperature

HALOGEN < 70 W ENERGY SAVING LAMP / LED

Temperature 
Class

Max. Surface 
Temperature

Ambient
Temperature

Temperature 
Class

Max. Surface 
Temperature

Ambient
Temperature

T3 T200°C -50°C ÷ +80°C
T6 T85°C -50°C ÷ +50°C
T5 T100°C -50°C ÷ +60°C
T4 T135°C -50°C ÷ +80°C



HALOGEN < 70 W

Temperature
Class

Max. Surf. 
Temperature

Ambient
Temperature

T3 T200°C -50°C÷+80°C

ENERGY SAVING LAMP / LED

Temperature
Class

Max. Surf. 
Temperature

Ambient
Temperature

T6 T85°C -50°C÷+50°C
T5 T100°C -50°C÷+60°C
T4 T135°C -50°C÷+80°C

HALOGEN < 42 W

Temperature
Class

Max. Surf. 
Temperature

Ambient
Temperature

T4 T85°C -50°C÷+40°C

T3 T100°C -50°C÷+80°C

LIGHTING FIXTURES for PORTHOLES
series
EVO

G
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+40°C
+85°C

Standard
Extended -50°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

BVI 14 ATEX 0010

IEC 60079-0 ● IEC 60079-1
IEC 60079-31

IECEx EPS 14.0035

EN 60079-0 ● EN 60079-1
EN 60079-31

De
gre

e o
f

Pro
tec

tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex db IIC T6÷T3 Gb

Ex tb IIIC T85°C÷T200°C DbPro
tec

tio
n

Amb. 
Temp.

+40°C
+80°C

Ent
ries

Thr
ea

din
g

NPT ANSI
B1.20

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy

RAL 7000

● Lighting fixtures for portholes, ideal for the optimum viewing
area to be monitored.

● The built-in switch version allows the lamp to be switched on
and off directly from the observation point and the for the
necessary time.

● The lamp can be replaced without removing the armor.
● Epoxyvinyl internal white coating for optimal luminosity.
● Lampholder E27.
● External screws in Stainless Steel AISI 316.

Temperature class as a function of Ambient Temperature

The armature
shall be in-
stalled in verti-
cal position
only with the
glass facing
down-wards ,
viceversa, in a
horizontal posi-
tion it is permis-
sible using only
halogen lamps
up to 50 W
(equivalent to
75 W incande-
scent lamps) or
energy saving
lamps/LED with
no limitation of
power.

(**) With h.70
lamp, lamp-
holder E27.

NOTES

Code Lamp
Dimensions (mm) Weight

(kg)A A’ ØB ØC ØD E
EVO 60 42 W (equivalent 60 W) - 183 130 115 82 135 1,77
EVO 61 70 W (equivalent 100 W) - 183 130 115 82 135 1,77
EVO 60I 42 W (eq. 70 W) with Switch (**) 190 - 130 115 82 135 1,87
EVO 100 70 W (equivalent 100 W) - 233 150 135 96 165 2,00
EVO 100I 70 W (eq. 100 W) with Switch 240 - 150 135 96 165 2,10



Coce
Dimensions (mm)

Lamp no. Power
(W)

Weight
(kg)A B C

EVF 118 610 205 573 1 1x18 3,2
EVF 218 610 205 573 2 2x18 6,5
EVF 136 1210 205 1173 1 1x36 5,2
EVF 236 1210 205 1173 2 2x36 10,0
EVF 158 1510 260 1473 1 1x58 7,3
EVF 258 1510 260 1473 2 2x58 14,3

LIGHTING FIXTURES
series
EVF

● For fluorescent lamps Ø 26 mm with bipin plugs.
● Supplied completed with electronic ballast, starter and fuses

interconnected.
● Tubular thermo-insulating borosilicate glass.
● Quick screw fastening, if done at the work bench.
● Use supplied brackets to install at ceiling or wall. Use Ø6 mm

diameter rod or chain included to install at suspension. 
● External reflector and cage (not included) can be mounted on

site with powered on equipment.
● External screws in Stainless Steel.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 144

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T4 Gb

Ex tb IIIC T80°C÷T130°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy

RAL 9006

EN 10226
(Gk)

06/2019 G07
®
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- Different voltages.
- Frequency 60 Hz.
- Capacitor.
- Protection cage in Zinc plated Steel.

- External reflector in polished Aluminum.
- Emergency version (series EVFE), see page G10.
- LED lamp (series EVF RUN), see page G13.



LIGHTING FIXTURES series
EVF

Code Lamps A (mm)
EVF 118 1 x 18 W 610EVF 218 2 x 18 W
EVF 136 1 x 36 W 1210EVF 236 2 x 36 W
EVF 158 1 x 58 W 1510EVF 258 2 x 58 W

EVFJA: 45° Wall installation (top power supply entry)

EVFJ: 45° Wall installation (bottom power supply entry)

EVFC: Ceiling installation

EVF: Suspended installation

G

G08 05/2017
®
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Code Lamps C (mm)
EVF 118 1 x 18 W 573EVF 218 2 x 18 W
EVF 136 1 x 36 W 1173EVF 236 2 x 36 W
EVF 158 1 x 58 W 1473EVF 258 2 x 58 W

Code Lamps A (mm)
EVFC 118 1 x 18 W 610EVFC 218 2 x 18 W
EVFC 136 1 x 36 W 1210EVFC 236 2 x 36 W
EVFC 158 1 x 58 W 1510EVFC 258 2 x 58 W

Code Lamps A (mm)
EVFJ 118 1 x 18 W 290EVFJ 218 2 x 18 W
EVFJ 136 1 x 36 W 290EVFJ 236 2 x 36 W
EVFJ 158 1 x 58 W 290EVFJ 258 2 x 58 W

Code Lamps A (mm)
EVFJA 118 1 x 18 W 290EVFJA 218 2 x 18 W
EVFJA 136 1 x 36 W 290EVFJA 236 2 x 36 W
EVFJA 158 1 x 58 W 290EVFJA 258 2 x 58 W



LIGHTING FIXTURES series
EVF

EVFCP: Pole installation (cable entry with cable gland)

EVFP: Pole installation

If the equipment is installed outdoor it is advisable to
use the external reflector to protect the glass tube from
rain and dust.

Use only original mounting fittings and install them pro-
perly according to instruction manual.

The correct installation of the lighting fixture on 
pole (excluded from the supply) requires that the 
ballast is positioned upward, to facilitate a better heat
dissipation.

For extended A.T. up to +60°C it is requested the 
installation of electronic ballast.

EVF
Type

O
rd

er
 C

od
in

g

CP = pole with cable gland
P = pole

JA = 45° wall top power supply
J = 45° wall bottom power supply

C = ceiling
... = suspended

Installation mode

3 = 3 lamps
2 = 2 lamps
1 = 1 lamp
Lamps no.

58 = 58 W
36 = 36 W
18 = 18 W

Power

L = fluorescent lamp (std)
F = fuse & starter (std)
X = electronic ballast

C = capacitor
P = cage

D = external reflector
Accessories

Example: EVFJA 136 RFL

06/2019 G09
®
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Code Lamps A (mm)
EVFP 118 1 x 18 W 610EVFP 218 2 x 18 W
EVFP 136 1 x 36 W 1210EVFP 236 2 x 36 W
EVFP 158 1 x 58 W 1510EVFP 258 2 x 58 W

NOTES

Code Lamps A (mm)
EVFCP 118 1 x 18 W 573EVFCP 218 2 x 18 W
EVFCP 136 1 x 36 W 1173EVFCP 236 2 x 36 W
EVFCP 158 1 x 58 W 1473EVFCP 258 2 x 58 W

CORRECT INSTALLATION WRONG INSTALLATION



EMERGENCY LIGHTING FIXTURES
series
EVFE

● For Ø26 mm fluorescent lamps with bipin plugs.
● Completed with lamp, ballast 230 V - 50 Hz and starter.
● Tubular thermo-insulating glass protection..
● Battery charger/inverter, 4 Ah Ni-Cd batteries with switch,

installed in external enclosure.
● Backup time: 18 W = 120’ / 36 W = 90’ / 58 W = 60’.
● Recharging time: 24 h.
● Fittings in Galvanized Steel.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 144

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T4 Gb

Ex tb IIIC T80°C÷T130°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy

RAL 9006

EN 10226
(Gk)

Op
tio

ns - Different voltages.
- Frequency 60 Hz.
- Electronic ballast, rapidstart or tachistart.

- Fittings in Stainless Steel AISI 316
- External reflector on requesst for 18 W version (item EVF

12/8 or EVF 22/8).

EVFE: Suspended installation

Code Lamps A (mm)
EVFE 118 1 x 18 W 605EVFE 218 2 x 18 W(*)

EVFE 136 1 x 36 W 1205EVFE 236 2 x 36 W(*)

EVFE 158 1 x 58 W 1505EVFE 258 2 x 58 W(*)

EVFEP: Pole installation

Code Lamps A (mm)
EVFEP 118 1 x 18 W 605EVFEP 218 2 x 18 W(*)

EVFEP 136 1 x 36 W 1205EVFEP 236 2 x 36 W(*)

EVFEP 158 1 x 58 W 1505EVFEP 258 2 x 58 W(*)

EVFEC: Ceiling installation

Code Lamps A (mm)
EVFEC 118 1 x 18 W 578EVFEC 218 2 x 18 W(*)

EVFEC 136 1 x 36 W 1178EVFEC 236 2 x 36 W(*)

EVFEC 158 1 x 58 W 1478EVFEC 258 2 x 58 W(*)

G
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EMERGENCY LIGHTING FIXTURES series
EVFE

Code Lamp A (mm)
EVFEJ 118 1 x 18 W 490
EVFEJ 218 2 x 18 W(*) 545
EVFEJ 136 1 x 36 W 490
EVFEJ 236 2 x 36 W(*) 545
EVFEJ 158 1 x 58 W 490
EVFEJ 258 2 x 58 W(*) 545

Codice Lampade A (mm)
EVFEJA 118 1 x 18 W 490
EVFEJA 218 2 x 18 W(*) 545
EVFEJA 136 1 x 36 W 490
EVFEJA 236 2 x 36 W(*) 545
EVFEJA 158 1 x 58 W 490
EVFEJA 258 2 x 58 W(*) 545

Code
(suspended
installation)

Code
(ceiling

installation)
A (mm)

EVFEE 118 EVFEEC 118 723
EVFEE 136 EVFEEC 136 1323
EVFEE 158 EVFEEC 158 1623

EVFEE and EVFEEC: Emergency only

EVFEJ: 45° Wall installation 
(bottom power supply entry)

EVFEJA: 45° Wall installation
(top power supply entry)

If the equipment is installed outdoor it is advisable to use
the external reflector to protect the glass tube from rain
and dust.

Use only original mounting fittings and install them
properly according to instruction manual.

For extended A.T. up to +60°C it is requested the 

installation of electronic ballast.

The correct installation of the lighting fixture on 
pole (excluded from the supply) requires that the 
ballast is positioned upward, to facilitate a better heat
dissipation.

(*) In emergency mode only one lamp is powered. 

EVFE
Type

O
rd

er
 C

O
di

ng 2 = 2 lamps
1 = 1 lamp
Lamps no.

58 = 58 W
36 = 36 W
18 = 18 W

Power

L = fluorescent lamp (std)
F = fuse & starter (std)
X = electronic ballast

C = capacitor
P = cage

D = external reflector
Accessories

Example: EVFEP 258 XFLD

NO
TE

S

EC = emergency only - ceiling
E = emergency only - suspended

CP = pole with cable gland
P = pole

JA = 45° wall top power supply
J = 45° wall bottom power supply

C = ceiling
... = suspended

Installation mode

06/2019 G11
®
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For extended A.T. up to +60°C it is requested the installation of electronic ballast.

(*) In emergency mode only one lamp is powered. NO
TE

EMERGENCY LIGHTING FIXTURES (customizable message)
series
EVFE

● For luminous customizable messages (content and background
color).

● Backlighting: 2x18 W fluorescent lamps (included).
● Tubular thermo-insulating glass protection..
● Battery charger/inverter, 4 Ah Ni-Cd batteries with switch,

installed in external enclosure.
● Backup time: 18 W = 120’ / 36 W = 90’ / 58 W = 60’.
● Recharging time: 24 h.
● Fittings in Galvanized Steel.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 144

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T4 Gb

Ex tb IIIC T80°C÷T130°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy

RAL 9006

EN 10226
(Gk)

Op
tio

ns - Different voltages.
- Frequency 60 Hz.

- Electronic ballast, rapidstart or tachistart.
- Fittings in Stainless Steel AISI 316.G
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®

www.coelbo.it



Code
Dimensions (mm) Power

(W)
Luminous Flux

(Lm)A B C
PHILIPS CORELED TUBE

EVF.. 10118RUNLT 610 205 573 1x10 800
EVF.. 21018RUNLT 610 205 573 2x10 1600
EVF.. 2036RUNLT 1210 205 1173 1x20 1600
EVF.. 22036RUNLT 1210 205 1173 2x20 3200
EVF.. 2558RUNLT 1510 260 1473 1x25 2000
EVF.. 22558RUNLT 1510 260 1473 2x25 4000

OSRAM SUBSTITUTE ST8-HB
EVF.. 918RUNLT 610 205 573 1x9 800
EVF.. 2918RUNLT 610 205 573 2x9 1600
EVF.. 1836RUNLT 1210 205 1173 1x18 1600
EVF.. 21836RUNLT 1210 205 1173 2x18 3200
EVF.. 2258RUNLT 1510 260 1473 1x22 2000
EVF.. 22258RUNLT 1510 260 1473 2x22 4000

LED LIGHTING FIXTURES
series

EVF..RUN

● Tubular thermo-insulating borosilicate glass.
● Use supplied brackets to install at ceiling or wall. Use Ø6 mm diameter

rod or chain included to install at suspension (further information on
pages G7-G8-G9).

● External reflector and cage (not included) can be mounted on site
with powered on equipment.

● External screws in Stainless Steel.
● For Ø26 mm LED lamp with bipin plugs at 230 V.
● Instant start without flicker or hum.
● Lamp lifetime: 30000 ÷ 40000 h.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 144

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP66/67Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T4 Gb

Ex tb IIIC T80°C÷T130°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy 

RAL 9006

EN 10226
(Gk)

Op
tio

ns - Different voltages (110 VAC).
- Protection cage in Zinc plated Steel.

- External reflector in polished Aluminum.

Code
Dimensions (mm) Power

(W)
Luminous Flux

(Lm)A B C
PHILIPS MASTERLED TUBE VALUE GA110

EVF.. 1118RUNLT 610 205 573 1x10 825
EVF.. 21118RUNLT 610 205 573 2x10 1650
EVF.. 1936RUNLT 1210 205 1173 1x19 1650
EVF.. 21936RUNLT 1210 205 1173 2x19 3300
EVF.. 2458RUNLT 1510 260 1473 1x24 2065
EVF.. 22458RUNLT 1510 260 1473 2x24 4130

OSRAM SUBSTITUTE ST8-HA
EVF.. 10118RUNLT 610 205 573 1x10 900
EVF.. 21018RUNLT 610 205 573 2x10 1800
EVF.. 2036RUNLT 1210 205 1173 1x20 2200
EVF.. 22036RUNLT 1210 205 1173 2x20 4400
EVF.. 3058RUNLT 1510 260 1473 1x22 3200
EVF.. 23058RUNLT 1510 260 1473 2x22 6400
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INCREASED SAFETY LIGHTING FIXTURES
series
AVF

● Increased safety lighting fixtures completed with fluorescent T8 tubes
with G13 bipin plugs.

● Electronic ballast (230 V AC - 50 Hz - cosφ>0.9) suitable for ignition at
low temperatures.

● Body in GRP (glass-reinforced polyester), transparent part in polycarbonate
and internal reflector in white adodized aluminum.

● Supplied with cable gland (13÷18 mm) and plugs.
● External fittings in Stainless Steel.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 024

EN 60079-0 ● EN 60079-1
EN 60079-7 ● EN 60079-31

Amb. 
Temp.

+40°C
+50°CDe

gre
e o

f
Pro

tec
tion

IP66Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex de IIC T5 Gb

Ex tb IIIC T70°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial

GRP

Pai
ntin

g

n.a.

M25x1,5
ISO 262

Op
tio

n - Different voltages (110 V AC).
- Frequency 60 Hz.

- Version with LED lamp (code AVL...) see page G18.

G
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AVFS: Suspended installation

Code Lamps A (mm) B (mm)

AVF 118 1 x 18 W 732 400

AVF 218 2 x 18 W 732 400

AVF 136 1 x 36 W 1342 450

AVF 236 2 x 36 W 1342 450

Code Lamps A (mm)

AVFS 118 1 x 18 W
400

AVFS 218 2 x 18 W
AVFS 136 1 x 36 W

450
AVFS 236 2 x 36 W



AVFP: Pole installation

Code Lamps A (mm)

AVFP 118 1 x 18 W
400

AVFP 218 2 x 18 W
AVFP 136 1 x 36 W

450
AVFP 236 2 x 36 W

INCREASED SAFETY LIGHTING FIXTURES series
AVF

AVF
Type

O
rd

er
 C

od
in

g

P = pole
J = 45° wall
C = ceiling

S = suspended
Installation mode

2 = 2 lamps
1 = 1 lamp
Lamps no.

36 = 36 W
18 = 18 W

Power
L = fluorescent tube (std)

Accessories

Example: AVFC 236L
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AVFC: Ceiling installation

Code Lamps A (mm)

AVFC 118 1 x 18 W
400

AVFC 218 2 x 18 W
AVFC 136 1 x 36 W

450
AVFC 236 2 x 36 W

AVFJ: 45° wall installation

Code Lamps A (mm)

AVFJ 118 1 x 18 W
400

AVFJ 218 2 x 18 W
AVFJ 136 1 x 36 W

450
AVFJ 236 2 x 36 W



EMERGENCY INCREASED SAFETY LIGHTING FIXTURES
series
AVFE

G
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AVFES: Suspended installation

Code Lamps A (mm) B (mm)

AVFE 118 1 x 18 W 732 400

AVFE 218 2 x 18 W(*) 732 400

AVFE 136 1 x 36 W 1342 450

AVFE 236 2 x 36 W(*) 1342 450

Code Lamps A (mm)

AVFES 118 1 x 18 W
400

AVFES 218 2 x 18 W(*)

AVFES 136 1 x 36 W
450

AVFES 236 2 x 36 W(*)

● Increased safety lighting fixtures completed with fluorescent T8 tubes
with G13 bipin plugs.

● Electronic ballast (230 V AC - 50 Hz - cosφ>0.9) suitable for ignition at
low temperatures.

● Body in GRP (glass-reinforced polyester), transparent part in polycarbonate
and internal reflector in white adodized aluminum.

● Supplied with cable gland (13÷18 mm) and plugs.
● Battery charger/inverter, 4 Ah Ni-Cd batteries with switch, installed

in external enclosure.
● Backup time: 18 W=120’ / 36 W=90’.
● Recharging time: 24 h.
● The electrical apparatuses (safety switch, terminal strip and power

supply), mounted on the chassis, esnsure ease access and
maintenance.

● External fittings in Stainless Steel.

Op
tio

ns - Different voltages (110 V AC).
- Frequency 60 Hz.

- Version with LED lamp (code AVLE...) see page G18.
- Emergency version with wording EXIT.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 024

EN 60079-0 ● EN 60079-1
EN 60079-7 ● EN 60079-31

Amb. 
Temp.

+40°C
+50°CDe

gre
e o

f
Pro

tec
tion

IP66Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex de IIC T5 Gb

Ex tb IIIC T70°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial

GRP

Pai
ntin

g

n.a.

M25x1,5
ISO 262



AVFEP: Pole installation

Code Lamps A (mm)

AVFEP 118 1 x 18 W
400

AVFEP 218 2 x 18 W(*)

AVFEP 136 1 x 36 W
450

AVFEP 236 2 x 36 W(*)

EMERGENCY INCREASED SAFETY LIGHTING FIXTURES series
AVFE

AVFE
Type

O
rd

er
 C

O
di

ng

P = pole
C = ceiling

S = suspended
Installation mode

2 = 2 lamps
1 = 1 lamp
Lamps no.

36 = 36 W
18 = 18 W

Power
L = fluorescent tube (std)

Accessories

Example: AVFES 218L
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AVFEC: Ceiling installation

Code Lamps A (mm)

AVFEC 118 1 x 18 W
400

AVFEC 218 2 x 18 W(*)

AVFEC 136 1 x 36 W
450

AVFEC 236 2 x 36 W(*)

M8 Eyebolt - Code AVFES 34/1 Bracket - Code EVFC 4/1 1.½” collar - Codice EVFP 34/1

(*) In emergency mode only one lamp is powered. 

NO
TE

S



INCREASED SAFETY LED LIGHTING FIXTURES
series

AVL/AVLE

G
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AVLE...: Emergency lighting fixtures

Code A
(mm)

Lamps

No. Power Luminous
FLux

AVLE..   10 400 1 10 ÷ 16 W 800 Lm
AVLE.. 210 400 2 20 ÷ 32 W 1600 Lm
AVLE.. 310 400 3 30 ÷ 48 W 2400 Lm
AVLE..   30 450 1 20 ÷ 30 W 1600 Lm
AVLE.. 230 450 2 40 ÷ 60 W 3200 Lm
AVLE.. 330 450 3 60 ÷ 90 W 4800 Lm

AVL...: Lighting fixtures

Code
Dimensions (mm) Lamps

A B No. Power Luminous
Flux

AVL..   10 732 400 1 10 ÷ 16 W 800 Lm
AVL.. 210 732 400 2 20 ÷ 32 W 1600 Lm
AVL.. 310 732 400 3 30 ÷ 48 W 2400 Lm
AVL..   30 1342 450 1 20 ÷ 30 W 1600 Lm
AVL.. 230 1342 450 2 40 ÷ 60 W 3200 Lm
AVL.. 330 1342 450 3 60 ÷ 90 W 4800 Lm

● Increased safety lighting fixtures completed with T8 LED tubes with G13
bipin plugs.

● Color temperature: 4000 K.
Beam angle: 120°.

● Suitable for suspended, ceiling, pole or 45° wall installation. Further
information on pages G14-G15.

● Body in GRP (glass-reinforced polyester), transparent part in polycarbonate
and internal reflector in white adodized aluminum.

● Supplied with cable gland (13÷18 mm) and plugs.
● External fittings in Stainless Steel.

Op
tio

ns - Different voltages (110 V AC/DC - 24 V DC).
- Emergency version (code AVLE..).

- Emergency version with wording EXIT (code AVLEJ
10EXIT).

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 024

EN 60079-0 ● EN 60079-1
EN 60079-7 ● EN 60079-31

Amb. 
Temp.

+40°C
+50°CDe

gre
e o

f
Pro

tec
tion

IP66Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex de IIC T5 Gb

Ex tb IIIC T70°C DbPro
tec

tio
n

Ent
ries

Thr
ea

din
g

Ma
ter

ial

GRP

Pai
ntin

g

n.a.

M25x1,5
ISO 262



LIGHTING FIXTURES
series
EV

● Suitable for incandescent, halogen, fluorescent, LED, multiLED
and flash lamps.

● Voltage 230 V AC.
● Glass globe in tempered borosilicate.
● Ceramic lampholder.
● External screws in Stainless Steel AISI 304.
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+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

INERIS 01 ATEX 0072X

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP65Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T3 Gb

Ex tb IIIC T85°C÷T200°C DbPro
tec

tio
n

Ma
ter

ial Aluminum
light alloy

Pai
ntin

g External
Epoxy

RAL 7000

Ent
ries

 Th
rea

-
din

g EN 10226
(Gk)

Code

Lamp Dimensions (mm)
Cable 
Entries 

No.

Weight
(kg)Lamp 

Holder

Incandescent Halogen Fluorescent LED multiLED
A ØB ØC

W max Temp.
Class W max Temp.

Class W max Temp.
Class W max Temp.

Class W max Temp.
Class

EV.. 50 E27 100 T3 100 T3 20 T4 17 T6 9 T6 200 135 220 1 1,6
EV.. 100 E27 150 T3 150 T3 20 T6 - - 9 T6 245 152 260 1 2,2
EV.. 200 E27 200 T3 200 T3 23 T6 - - - - 280 180 310 1 2,9
EV.. 300 E40 300 T3 - - 85 T3 - - - - 370 200 340 1 4,3

Op
tio

ns - Cable entry threading: tapered 3/4” NPT ANSI
B1.20.1 (N) or Metric M25x1,5 (M) ISO 262.

- Different voltages.

- Protective cage in stainless steel AISI 304.
- External reflector in polished Aluminum REVA (page G20).
- Optical signaller version (see page E3).

Extended am-
bient tempera-
ture range from
-20°C to +60°C
is permitted
with the follow-
ing type of
lamps only:
multiLED, LED
and fluores-
cent.

NOTES

EV
Type

O
rd

er
 C

O
di

ng

JT = 45° wall
CT = ceiling with junction box
C = ceiling (only for EV 50)

A = suspended
Installation mode

M = Metric ISO 262
N = NPT ANSI B1.20

Threading (if different from Gk)

Example: EVCT 200

300 = max 300 W
200 = max 200 W
100 = max 150 W
50 = max 100 W

Size



REVA: External reflector

Code Lighting 
Fixture

Weight
(g)

REVA 50 EV...   50 60
REVA 100 EV... 100 105
REVA 200 EV... 200 108
REVA 300 EV... 300 165

LIGHTING FIXTURES series
EV

EVA: Suspended installation

G
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Code Lamp
Holder

A
(mm)

Cable
Entries No.

Weight 
(kg)

EVA 50 E27 200 1 1.6
EVA 100 E27 245 1 2.2
EVA 200 E27 280 1 2.9
EVA 300 E40 370 1 4.3

EVC: Ceiling installation

Code Lamp
Holder

A
(mm)

Cable
Entries No.

Weight 
(kg)

EVC 50 E27 220 2 1.6

EVCT: Ceiling installation with junction box

Code Lamp
Holder

A
(mm)

Cable
Entries No.

Weight 
(kg)

EVCT 50 E27 335 2 1.6
EVCT 100 E27 380 2 2.9
EVCT 200 E27 415 2 3.6
EVCT 300 E40 505 2 5.0

EVJT: 45° wall installation

Code Lamp
Holder

A
(mm)

Cable
Entries No.

Weight 
(kg)

EVJT 50 E27 315 2 1.6
EVJT 100 E27 360 2 3.2
EVJT 200 E27 385 2 3.9
EVJT 300 E40 440 2 5.2



Code Maximum Power Lamp Holder Cable Entries No. Weight
(kg)

EVP 50 100 W E27 1 1.8

PORTABLE LAMP
series
EVP

● Suitable for incandescent, energy-saving fluorescent, multiLED or
9 W LED lamps.

● Cage, hook, handle covered with Nylon.
● Glass globe in tempered borosilicate.
● Ceramic lampholder.
● External screws in Stainless Steel AISI 304.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

INERIS 01 ATEX 0072X

EN 60079-0 ● EN 60079-1
EN 60079-31

Amb.
Temp. 

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP65Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T6 ÷ T3 Gb

Ex tb IIIC T85°C÷T200°C DbPro
tec

tio
n

Ent
ries

 
Thr

ea
din

g
Ma

ter
ial Aluminum

light alloy

Pai
ntin

g External
Epoxy 

RAL 7000

EN 10226
(Gk)

05/2018 G21
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G

Op
tio

ns

- Cable entry: tapered 3/4” NPT ANSI B1.20.1 (N). - External painting with different RAL colors.

The extended
ambient tem-
peature range
from -20°C to
+60°C is avail-
able with the
following type
of lamps only:
- multiLED;
- LED;
- fluorescente.

NOTES

EV
Type

O
rd

er
 

Co
di

ng

P = portable
Installation mode

N = NPT ANSI B1.20
Threading (if different from Gk)

Example: EVP 50

50 = max 100 W
Size



● Lighting fixtures suitable foe High Pressure Sodium and Metal Ha-
lide lamps.

● Input voltage: 230 V AC - 50 Hz.
● Glass globe in tempered borosilicate.
● Cage in Zinc plated Steel.
● External screws in Stainless Steel AISI 304.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 13 ATEX 024

EN 60079-0 ● EN 60079-1
EN 60079-7 ● EN 60079-31

Amb.
Temp.

+40°C
+60°CDe

gre
e o

f 
Pro

tec
tion

IP66Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex d IIC T5÷T3 Gb

Ex tb IIIC T95°C÷T195°C DbPro
tec

tio
n

Ent
ries

 
Thr

ea
din

g
Ma

ter
ial Aluminum

light alloy

Pai
ntin

g External
Epoxy

RAL 9006

EN 10226
(Gk)

Op
tio

ns - External reflector in polished Aluminum (code EV).
- Ex e terminal strip(*).

- Cage in Stainless Steel
- LED lamp version (code EWL).

G
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EWA: Suspended installation

LIGHTING FIXTURES
series
EW

Code Lamp Power
(W)

A
(mm) Lamp Holder Temperature 

Class
Weight

(kg)

EWA 70RNa 
High Pressure

Sodium

70 440 E27 T4 10
EWA 150RNa 150 610 E40 T3 10
EWA 250RNa 250 610 E40 T3 15
EWA 100RMH 

Metal 
Halide

100 440 E27 T4 10
EWA 150RMH 150 440 E27 T3 10
EWA 250RMH 250 610 E40 T3 15

With LED lamp,
the tempera-
ture class is T5
for an Ambient
T e m p e r a t u r e
(A.T.) up to
+40°C and T4
for an extended
A.T. up to
+60°C.

(*) In case of
presence of Ex
e terminal strip,
the protection
mode against
gas becomes:
Ex de IIC T5÷T3
Gb.

NOTES



LIGHTING FIXTURES series
EW

EWCT: Ceiling installation

EWJ: 45° wall installation

Code Lamp Power
(W)

Dimensions (mm) Lamp
Holder

Temperature
Class

Weight
(kg)A ØB ØC

EWCT 70RNa High 
Pressure
Sodium

70 280 145 290 E27 T4 10,3
EWCT 150RNa 150 315 174 324 E40 T3 10,3
EWCT 250RNa 250 405 195 350 E40 T3 15,3
EWCT 100RMH 

Metal
Halide

100 280 145 290 E27 T4 10,3
EWCT 150RMH 150 315 174 324 E27 T3 10,3
EWCT 250RMH 250 405 195 350 E40 T3 15,3

External Reflector in polished Aluminum

EW
Type

O
rd

er
 C

od
in

g

JT = 45° wall
CT = ceiling

A = suspended
Installation mode

250 = max 250 W
125/150/150 = max 125/150/150 W
80/70/100 = max 80/70/100 W

Size

MH = Metal Halide
Na = High pressure Sodium

C = capacitor

Lamp

G = cage
R = reflector
Accessories

Example: EWA 80 RHg

05/2018 G23
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Code Lamp Power
(W)

Dimensions (mm) Lamp 
Holder

Temperature
Class

Weight
(kg)A C

EWJ 70RNa High 
Pressure 
Sodium

70 300 290 E27 T4 10
EWJ 150RNa 150 330 324 E40 T3 10
EWJ 250RNa 250 430 350 E40 T3 15
EWJ 100RMH 

Metal
Halide

100 300 290 E27 T4 10
EWJ 150RMH 150 330 324 E27 T3 10
EWJ 250RMH 250 430 350 E40 T3 15

G

Code Lighting 
Fixture

Weight
(g)

EV 80/8 EW... 80 102
EV 125/8 EW... 125 107
EV 250/8 EW... 250 160



FLOODLIGHTS
series
RFL

Op
tio

ns - Different voltages.
- Degree of protection IP66(*).

- Frequency 60 Hz.
- LED panel.

● Suitable for halogen, high pressure sodium and metal halide lamps.
● Input voltage 230 V AC - 50 Hz.
● Tempered glass.
● Ceramic lamp holder.
● Symmetrical specular reflector in Aluminum.
● Ex e junction box with 4 sqmm terminal strip.
● External fitting in Stainless Steel AISI 304.
● Stainless Steel adjustable bracket.

+40°C
+85°C

Standard
Extended -20°C

-20°C

Directive 2014/34/EU (ATEX)

Sta
nd

ar
ds

 a
nd

 C
er

tifi
ca

te
s

CEC 10 ATEX 037

EN 60079-0 ● EN 60079-1
EN 60079-7 ● EN 60079-31

Amb. 
Temp.

+40°C
+60°CDe

gre
e o

f
Pro

tec
tion

IP65Zo
neGas 1-2 II2G

II2D21-22Dusts
Ex de IIB+H2 T5÷T3 Gb

Ex tb IIIC T95°C÷T195°C DbPro
tec

tio
n

Ent
ries

 
Thr

ea
din

g
Ma

ter
ial Aluminum

light alloy

Pai
ntin

g External
Epoxy

RAL 9006

EN 10226
(Gk)

G
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Code Lamp Power
(W)

Lamp 
Holder

Temperature Class Weight
(kg)A.T.<+40°C A.T.<+60°C

RFL 150RMH
Metal 
Halide

150 E27 T4 T3 22
RFL 250RMH 250 E40 T4 T3 22
RFL 400RMH 400 E40 T3 T3 25
RFL 150RNa High 

Pressure 
Sodium

150 E27 T4 T3 22
RFL 250RNa 250 E40 T4 T3 23
RFL 400RNa 400 E40 T3 T3 25

RFL 500H Halogen 500 E40 T3 T3 20
RFL 140ML LED Panel 140 --- T5 T5 22

(*) Degree of
p r o t e c t i o n
IP65 is grant-
ed by the
layer of sili-
con grease
on plain joint
only. Degree
of protection
IP66 by the
p r e s e n c e
and integrity
of the silicon
gasket.

NOTES




